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Abstract Both sensors of the SEIS instrument (VBBs and SPs) are mounted on the 
mechan-ical leveling system (LVL), which has to ensure a level placement on the Martian 
ground under currently unknown local conditions, and provide the mechanical coupling of 
the seis-mometers to the ground. We developed a simplified analytical model of the LVL 
structure in order to reproduce its mechanical behavior by predicting its resonances and 
transfer func-tion. This model is implemented numerically and allows to estimate the 
effects of the LVL on the data recorded by the VBBs and SPs on Mars. The model is 
validated through com-parison with the horizontal resonances (between 35 and 50 Hz) 
observed in laboratory mea-surements. These modes prove to be highly dependent of the 
ground horizontal stiffness and torque. For this reason, an inversion study is performed and 
the results are compared with some experimental measurements of the LVL feet’s 
penetration in a martian regolith analog. This comparison shows that the analytical model 
can be used to estimate the elastic ground
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properties of the InSight landing site. Another application consists in modeling the 6 sensors
on the LVL at their real positions, also considering their sensitivity axes, to study the perfor-
mances of the global SEIS instrument in translation and rotation. It is found that the high fre-
quency ground rotation can be measured by SEIS and, when compared to the ground accel-
eration, can provide ways to estimate the phase velocity of the seismic surface waves at shal-
low depths. Finally, synthetic data from the active seismic experiment made during the HP3
penetration and SEIS rotation noise are compared and used for an inversion of the Rayleigh
phase velocity. This confirms the perspectives for rotational seismology with SEIS which
will be developed with the SEIS data acquired during the commissioning phase after landing.
Keywords InSight · Mars · Regolith
1 Introduction
NASA’s InSight mission, scheduled to land in November 2018, will for the first time perform
a detailed, surface-based geophysical investigation of planet Mars. The primary goals of
the mission are the determination of Mars’ internal structure and thermal state in order
to understand the fundamental processes guiding the formation and evolution of terrestrial
planets, and the measurement of the present level of Mars’ tectonic activity and the impact
flux on the planet (Banerdt et al. 2013). The mission consists of a single lander, built by
using operational experience inherited from Phoenix and MER (Mars Exploration Rover),
upgraded with Juno and GRAIL (Gravity Recovery And Interior Laboratory) avionics. This
lander carries two main payloads, SEIS (Seismic Experiment for Interior Structure) and
HP3 (Heat flow and Physical Properties Probe), as well as auxiliary meteorological sensors,
a magnetometer, two color cameras, and RISE (Rotation and Interior Structure Experiment),
which will use the X-band communication link for precise Doppler tracking of the lander’s
location.
The SEIS instrument is composed of two independent three-axis seismometers: a Very
Broad Band (VBB) and a MEMS (Micro-Electro-Mechanical System) short-period (SP)
sensor (Lognonné et al. 2018). The measurement ranges of the two 3-axis seismometers
partially overlap, allowing for some redundancy, inter-sensor cross-calibration, as well as
measurements of the accelerations at the location of the 6 sensors. SEIS will accordingly
measure seismic activity over a very broad frequency range, from 0.01 Hz up to 10 Hz
and 0.1 Hz to 50 Hz for the VBBs and SPs respectively, extended to longer periods for the
position output of the VBB (Lognonné and Pike 2015). Both sensors are mounted on the
mechanical leveling system (LVL), on which the present study is focused. The complete
SEIS sensor assembly will be placed on the Martian ground by a robotic arm after landing,
and a Wind and Thermal Shield (WTS) will protect it from Martian weather and direct solar
radiation. The purpose of the LVL is two-fold: it will level the SEIS sensors on the Martian
ground under currently unknown local conditions, a requirement that needs to be fulfilled
for proper operation of the highly sensitive VBB seismometer, and subsequently help to
monitor the tilt of the sensor assembly. In addition, it will provide the mechanical coupling
of the seismometers to the ground. The direct placement of SEIS on the Martian surface
comprises a huge improvement compared to the only previous seismic experiment on Mars
performed during the Viking missions (Anderson et al. 1977): the Viking seismometers
were located on top of their respective lander decks, which induced a high level of noise
due to wind-driven lander vibrations (Nakamura and Anderson 1979), and at the same time
degraded the mechanical coupling of the seismometers to the ground. The deployment of
the seismometers directly on the Martian surface with the help of the LVL is expected to
improve the quality of the resulting seismic recordings significantly (Lognonné et al. 1996).
As all ground motion is transferred to the SEIS sensors via the LVL, it is important to
understand its characteristics and possible influences on the recorded waveforms. Horizon-
tal resonances of the LVL were observed in the laboratory during qualification tests at the
subsystem and system level and occurred at frequencies between 35 and 50 Hz, depending
on the LVL configuration. Here, we develop a simplified analytic model of the LVL struc-
ture that reproduces its mechanical behavior as accurately as possible in order to predict
its transfer function and its effect on VBB and SP data recorded on Mars. As the transfer
function, i.e. the frequencies and amplitudes of the horizontal resonances, depends not only
on the LVL configuration, but also on the coupling between the LVL and the ground, the
resonances observed in the seismograms from Mars will allow us to constrain the elastic
properties of the shallow subsurface at the landing site. Additional information on subsur-
face properties can be derived by using HP3 signals and the spatial distribution of the six
SEIS components on the LVL. The HP3 “mole”, a subsurface heat flow probe that will pen-
etrate the Martian ground up to 5 m deep using a self-hammering mechanism, will generate
thousands of seismic signals that will be recorded by SEIS (Kedar et al. 2017). The high
frequencies of the mole-generated signals and the spatial distribution of the six SEIS sen-
sors on the LVL permit the application of the principles of rotational seismology to SEIS
by calculating the spatial derivatives of the wavefield (Spudich et al. 1995; Sollberger et al.
2018).
In this paper, we first provide details about the SEIS instrument and the LVL structure.
Then, we describe the laboratory tests during the LVL resonances were observed. After-
wards, the model construction is presented with its validation process. Finally, we outline
the different possible applications of the model. We conclude by explaining how the analyt-
ical LVL model will be applied when the instrument is deployed on Mars and by showing
the performance of the combination of the six seismic sensors to obtain translational and
rotational information, and, after additional analysis, the phase velocity of high frequency
surface waves excited by the HP3 “mole”.
2 The SEIS Instrument and Its Leveling System
The LVL consists of a mechanical part, the leveling structure, which we model in detail
here, and the motor drive electronics (MDE) board, that, in addition to commanding the
LVL structure during leveling, can perform readings on two independent sets of tilt meters
on the LVL. The main parts of the LVL structure are three linear actuator legs that hold a
structural ring of 25 cm diameter (Fig. 1). The legs are screwed to the ring at two places near
its upper and lower rim. They consist of a fixed outer tube and a movable inner tube that can
be extracted and retracted up to 59 mm via motion along a spindle guided by a spring and
ball bearing system within the leg (Lognonné et al. 2018). This allows for level placement of
the sensor assembly on slopes of up to 15◦, the maximum local ground tilt expected within
the InSight landing ellipse (Golombek et al. 2017), by driving the legs independently. Both
the VBB and SP sensors as well as their proximity electronics are mounted on the structural
ring (Fig. 1) and contained within the Remote Warm Enclose Box (RWEB).
The VBB consists of three inverted mechanical pendulums which are kept in their mean
positions using a magnetic force feedback in a closed loop (Lognonné et al. 2018; De Rau-
court et al. 2012). The sensitivity axes (U, V, W) of the pendulums are inclined at 30 deg
from the horizontal, and the sensors are located in an evacuated container with the center of
Fig. 1 Design drawing showing
the complete instrument
assembly including the LVL
structure, VBB sphere, and SP
boxes. Conventions for
coordinate system and numbering
of legs are indicated
gravity of the proof masses half way to the center of the structural ring at 120◦ separation
from each other. The SP sensors, on the other hand, are mounted on the outside of the struc-
tural ring at 120◦ intervals at a distance of 21.65 cm from each other, with an SP sensor to
the right of each LVL leg when viewed from the top (Fig. 1). The position of each sensor
(VBBs and SPs) is represented in Fig. 2.
During cruise, the LVL is fixed on the lander deck by dampers attached to the structural
ring that will be released before deployment. A hook interface on top of the LVL structure
allows the grapple on the lander’s robotic arm to grab and deploy the sensor assembly on
the ground (Fig. 1). The design of the LVL feet is based on penetration experiments in
Martian regolith simulants performed at Ecole des Ponts ParisTech. The LVL feet need to
provide a stable contact and good coupling between the SEIS instrument assembly and the
Martian surface at the landing site, where a regolith cover consisting of cohesionless sand
or low-cohesion soil with a very low percentage of rocks is expected (Golombek et al. 2017;
Warner et al. 2017). Early on, it became clear that cone-shaped feet, as usual for Earth-based
seismometers, can result in uncontrolled sinking if deployed on a sandy surface. To prevent
sinking further than a pre-determined point and to provide better coupling, it was decided
to add a round metal disk at the upper end of each foot (Fig. 1). The optimum dimensions
of the foot cone were determined by dedicated measurements and tests, ensuring the full
penetration of the cone in Mars simulant under the weight of SEIS under Martian gravity,
and led to cones of 10 mm maximum diameter and 20 mm length.
When describing the horizontal orientation of the LVL, we use an X–Y reference co-
ordinate system as indicated in Figs. 1 and 2. To distinguish between the individual legs,
they are numbered clockwise, starting (LVL leg 1) at the interface for the tether cable at the
structural ring (Fig. 2).
The effect of the LVL on SEIS recordings has previously been studied theoretically by
regarding the filtering effect of the three-legged geometry on high-frequency signals gen-
erated by the HP3 (Kedar et al. 2017). Furthermore, Teanby et al. (2017) performed field
experiments on basaltic sands in Iceland to investigate the transfer of wind noise from the
WTS feet to the LVL feet and to SEIS through a regolith analogue at 5 Hz, using rigid tripods
to simulate the WTS and the LVL, and an active spring source. This work was extended to
Fig. 2 Top view of the LVL structure around the sphere interior (CNES 2017). The XSEIS and YSEIS axes,
defined with respect to the SEIS hardware, are used in the model
a broader frequency range by Myhill et al. (2018), who observe an effect of the tripod on
signal polarization as well as a vertical resonance at frequencies above 20 Hz attributed to
forced harmonic oscillations of the tripod on unconsolidated regolith. However, these field
experiments did not use an actual LVL including the movable legs, and were conducted with
a mass of about one third the flight mass of the sensor assembly, a tripod leg spacing about
40% larger than that of the actual LVL, and differently shaped foot cones (almost twice as
broad, but shorter). The lab tests described below used the actual LVL flight model (FM) for
the most part, but had to be conducted in a clean environment, which prevented the use of a
regolith analogue. The use of the actual LVL allows horizontal resonance effects unique to
the structure to be observed, though, and some tests done with a qualification model (QM)
on sand can provide at least an indication of any additional regolith effects not covered by
the FM tests.
3 Observation of Resonances
Seismic testing and transfer function measurements of the LVL structure were done un-
der different test scenarios, with an increasingly more complete integration of the system.
Firstly, the resonances of the Load Shunt Assembly (LSA) were determinated in different
configurations of the Engineering Model (EM) of the LVL in a sand box. Then, the trans-
fer functions were measured during forced excitation in dedicated measurements during
vibration tests of the LVL structure FM at test facilities of DLR Bremen. Seismic transfer
Table 1 Summary of measurements of the LVL transfer function using ambient noise. The two representative
measurements from the MPS data set that are used for the modeling described below are listed, as well as all
measurements performed at CNES. The mass of the complete system and length of all three legs, measured
from the tips of the feet to the point where the leg is screwed to the ring, as well as the resulting tilt in X and Y
direction and the observed resonance frequencies in the two directions, fx and fy, are given. (∗) indicates that
SP sensors were used in the last experiment, so the measurement directions are not X and Y, but correspond
























9082 75.5 75.5 75.5 0 0 no LSA 45.4 45.4
MPS Magmatic
rock
9082 75.5 125.7 125.7 15 0 no LSA 36.5 34.7
CNES Sand 8924 104.7 113.0 107.6 1.7 1.4 open 34.8 34.0
CNES Sand 8924 89.4 121.4 112.9 8.4 2.2 open 33.0 30.9
CNES Sand 8924 78.8 133.3 110.0 12.9 6.1 open 36.1 37.6
CNES Aluminium ∼9000 104.5 104.5 104.5 0 0 closed 40.2(∗) 40.1(∗)
functions were also determined using ambient vibrations as an excitation source for differ-
ent configurations (different floor materials and leg extensions) of the LVL, described in
Table 1. In the first two cases, the transfer function of the LVL FM was determined in the
MPS (Max Planck Institute for Solar System Research) clean room on two different sup-
ports: the floor coating and a magmatic rock plate. In both scenarios, the measurements
were done without the actual SEIS sensor assembly, so configurations deviate somewhat
from the deployment on Mars. Another measurement of the seismic transfer function of the
LVL FM, but not described in the table, was again made using ambient vibrations at CNES
Toulouse for a single configuration, including further parts of the sensor assembly (tether
with closed LSA, dampers, lower part of the RWEB enclosure), but a lower total mass. In
the third measurement of Table 1, CNES Toulouse also performed three measurements at
variable ground tilt with the LVL QM in a sand box. Again, the setup included the tether
(but with the open LSA) and parts of the RWEB. Finally, the transfer function was also
determined using the horizontal SP sensors installed on the LVL FM, including the VBB
sphere, proximity electronics boxes, tether with closed LSA, dampers, and the lower part of
RWEB. In the following, we briefly describe each of these sets of measurements and outline
how the actual LVL transfer function can be determined when SEIS is deployed on Mars.
3.1 Determination of the Load Shunt Assembly Resonances
The load shunt assembly (LSA) is intended to mechanically decouple the seismometers
from thermoelastic expansion and contraction of the tether providing the necessary con-
nection to the electronics in the thermal enclosure of the lander. The tether cable is the
electronic link between the lander and the SEIS instrument. In traversing from the lander
to the LVL, the tether is subject to diurnal temperature variations exceeding 100 ◦C every
sol. On Earth, standard broadband seismometer installation practice is to minimize the ef-
fect of the thermoelastic expansion of the tether by, first, having it subject to small (usually
< 1 ◦C) temperature variations, and, second, wrap the cable around the seismometer at least
1 full turn before going into the seismometer. Neither of these conditions are possible on
Mars. Hence two features were invented to minimize the effect of temperature changes in
Fig. 3 Picture of the
experimental setup of the LVL
EM with someone “plucking” the
LSA
the tether. The first consists of a 250 g “pinning mass” attached to the tether just outside the
WTS that is placed over the Sensor Assembly creating a small “vault” on the surface. The
second consists of a compliant fold in the tether just where it enters the seismometer.
This compliant fold is held in place during transport with a breakable bolt. After the seis-
mometer is placed on Mars, this bolt is broken and the fold of the LSA is opened. Its pres-
ence on the side of the seismometer introduces a suspended mass that induces resonances.
To characterize the effect of the LSA, we plucked it with a finger (Fig. 3), and recorded
the resulting signal on a Trillium Compact seismometer sitting on top of an aluminum plate
bolted on the LVL EM.
The Trillium Compact seismometer data, shown in Fig. 4, was analyzed to determine
the frequency of the LSA in both open and closed configurations. This is shown on Fig. 5.
When the LSA is open, this seems to decrease and multiply the resonance frequency with
a principal peak at 5.1 Hz on the vertical and transverse components and at 3.8 Hz for the
radial component. This information have to be known for the interpretation of the seismic
data on Mars.
3.2 Seismic Transfer Function Measurements on Shaker
The LVL FM seismic transfer function was first determined on a shaker with an input ac-
celeration of 0.1 g (g being the earth gravity acceleration, equal to 9.8 m/s2) using a sweep
signal between 5 and 200 Hz with a sweep rate of two octaves per minute. The resulting ac-
celeration at various points of the LVL was recorded with miniature accelerometers attached
to the LVL structure with glue. The tips of the LVL feet were glued to the shaker’s metal
table to prevent any motion between LVL and the table during vibration. A metal disk was
screwed to the damper interface points, similar to where the VBB sphere is connected in the
final SEIS setup, and the hook interface attached. The total mass of the system is 5300 g
in this configuration. The LVL legs were extracted to an intermediate length comparable to
the stowed configuration during cruise. Two measurements were conducted, one for accel-
eration in the X direction, and the other for acceleration in the Y direction, both directions
Fig. 4 Displacement seismograms for closed LSA on the left and open LSA on the right. “R” is along the
tether, “T” is transverse to it, and “Z” is vertical. Note that the time scales are different: the close LSA on the
left spans 7 seconds, while the open LSA on the right spans 20 seconds
Fig. 5 Spectrograms of closed LSA (on the left) and open LSA (on the right)
being horizontal. The output of the shaker was monitored with two control sensors directly
attached to the shaker’s table. The transfer function is determined by dividing the acceler-
ation recorded at a given position on the LVL by that recorded by the control sensor. The
second control sensor provides a verification of the first control sensor’s output in that a
division of their spectra should lead to a flat line at unity. A close agreement between the
two sensors was achieved to at least 100 Hz during both measurements.
This measurement is not used for further detailed modeling as the total system mass is
much lower than that of the SEIS sensor assembly, and both the gluing of the feet to the
shaker table and the extraction of all legs to a half-way position is unlike the deployment
situation of SEIS. Still, it provides some first-order insights into the LVL’s resonance behav-
ior: During acceleration in the X direction, only accelerometers pointing in that direction
Fig. 6 LVL structure during seismic transfer function tests in the MPS clean room. (a) Setup with a Trillium
compact seismometer on the metal disk at the center of the LVL structure, which is placed on a magmatic
rock to simulate ground tilt. The second (“reference”) sensor is visible in the background. (b) Configuration
after covering the system with weighed-down plastic buckets for actual measurement
recorded any significant signal amplification within the whole frequency band covered. The
same is true for accelerations in the Y direction and accelerometers oriented the same way.
The resonance peak frequencies observed for sensors at different locations on the LVL, i.e.
on the hook interface, on the LVL leg, and on the damper interface, are identical in each of
the two configurations, whereas the resonance amplitude varies with location. The peaks are
comparatively broad, with a plateau covering about 10 Hz, and slightly shifted between X
and Y directions, i.e. centered at 50 Hz vs. 48 Hz, respectively.
3.3 Seismic Transfer Function Measurements Using Ambient Noise
3.3.1 Measurement Campaign at Different Ground Tilts
We used a configuration typical in seismometer calibration to derive the seismic transfer
function of the LVL FM in the lab (Holcomb 1989; Pavlis and Vernon 1994): We recorded
ambient vibrations with a broad-band “test” sensor placed on the LVL and compared the
data to that recorded by a “reference” sensor located on the ground close enough to assume
that both sensors experience the same ground motion (Fig. 6). The sensors used are Tril-
lium compact 120 s seismometers, connected to a six-channel 24-bit Centaur data logger
(Fig. 6(a)). A metal disk was attached to the damper interface points, similar to where the
VBB sphere is connected in the final SEIS setup, to provide a platform for the placement
of the Trillium compact. Additional masses were also screwed to this baseplate to achieve a
total mass similar to the SEIS deployed mass. The hook interface could not be connected to
the LVL structure as it would have inhibited the placement of the seismometer.
The tests had to be performed in the MPS clean room. As the original Trillium compact
covers are not compatible with clean room regulations, we used simple plastic buckets with
a weight on top to cover the sensors and provide insulation from the air currents in the room
(Fig. 6(b)). The forced venting and air-conditioning otherwise drastically increases the noise
level below about 0.2 Hz.
The actual deployment conditions of the LVL are currently unknown, but the seismic
transfer function strongly depends on the extracted lengths of the three linear actuators. To
better understand this dependence, we determined the transfer function under a variety of
Fig. 7 Summary of LVL FM transfer function measurements at MPS. Both horizontal resonance frequen-
cies are color-coded for a given inclination in X and Y directions, with (a) depicting the lowest resonance
frequency and (b) showing the highest resonance frequency. Actual measurements were done at points circled
in black; points without a black border are mirrored assuming symmetry in the Y-direction. Contour lines are
based on a cubic interpolation
surface inclinations in both X and Y directions using a polished piece of magmatic rock
with a slope of 15◦ (Fig. 6(a)). The slope covers a square area of 30 × 30 cm, and the flat
lower edge of the rock extends over 15 cm of length at 3 cm thickness. These dimensions
allow for a maximum total inclination of 15◦ (e.g. 15◦ in X-direction and 0◦ in Y-direction,
or 7.5◦ in both directions simultaneously, but not 15◦ in both directions simultaneously).
Measurements at very low angles, below 5◦, are not possible with the given configuration
as this would require moving the LVL more than 15 cm away from the lower edge of the
slope. In addition to the measurements on the slope, we performed baseline measurements
with complete retraction of all three legs at the beginning and end of the test cycle (Table 1)
and one measurement at zero tilt with all legs extracted to 87.5 mm. During these measure-
ments, the LVL was not placed on the magmatic rock, but directly on the clean room floor,
which is covered by a plastic coating. This coating has been observed to deform elastically,
i.e. it sinks in slightly under the weight of the LVL and recovers after the LVL has been
removed.
In total, we performed measurements in 22 different configurations by leveling the LVL
on the rock slope for various amounts of ground tilt between 5◦ and 15◦ and different ori-
entations of the LVL with regard to that tilt (Fig. 7). As the LVL design is symmetrical with
respect to tilts in the ±Y direction, we only conducted a limited number of measurements at
the same angles in both +Y and −Y directions to confirm that this symmetry also appears
in the resonance frequencies. The test seismometer on the LVL structure was oriented in
the LVL coordinate system during each measurement, and the orientation of the reference
sensor adjusted accordingly. Data were sampled at 200 Hz. Due to time constraints, the min-
imum duration of recordings in any configuration was only one hour of usable data. This is
significantly shorter than the 10 hours of recording time suggested by Ringler et al. (2011)
for instrument self-noise estimation by a similar method. However, the main interest of the
measurements was the characterization of the transfer function at high frequencies (>1 Hz),
as any influence of the LVL is expected to show there, and the achieved measurement du-
ration still allows for sufficient averaging at these frequencies. For each measurement, we
calculated the power spectral densities for the three components of the reference as well as
the test sensor. The alignment of the two sensors was adjusted by minimizing the incoherent
noise in the frequency domain, and the relative transfer functions calculated by division of
the power spectral densities in the aligned system.
The measurements performed to check the symmetry of the system in Y-direction gen-
erally showed good agreement, i.e. less than 0.3 Hz of difference. Calculating the transfer
function for each hour of data during 42 hours of continuous recording in an untilted con-
figuration shows variations in the peak frequency in the same range, so this is within the
uncertainty of the measurements themselves. We also previously performed measurements
with an engineering model of the LVL in which we repeated the installation on the rock
slope between measurements without driving the linear actuator legs. The observed change
in measured frequencies was twice as large, ±0.2–0.3 Hz. This may indicate an additional
influence of variable coupling between the feet and the ground for different installations.
In all cases where all three legs are not of equal length, there are two different resonance
frequencies that, depending on configuration, either do or do not align with the X and Y axes
of the system. Results are summarized in Fig. 7, which uses the symmetry in the Y-direction
to predict additional data points. The three-legged structure of the LVL is readily apparent
in the shape of the contour lines for both upper and lower resonance frequency. No distinct
influence of the LVL on the vertical component and no clear phase effect was observed.
However, deviations of the phase from zero generally occur at frequencies above 40 Hz on
all three components, coinciding with a strong decrease in coherence between the signals
recorded by the reference and the test sensor. For the horizontal components in particular,
the phase of the estimated transfer function rapidly oscillates between +180◦ and −180◦.
An increased variability in the phase has also been observed by Pavlis and Vernon (1994)
during seismometer calibration in cases where the coherence drops at high frequencies.
Ringler et al. (2011) describe how Earth signals can become incoherent at high frequencies,
even at directly adjacent sensors with well under 1 m separation, due to highly local linear
and nonlinear elastic effects, which leads to a poorly determined phase estimate. We thus
conclude that the unstable phase estimates at high frequencies are caused by the measure-
ment conditions and the loss of signal coherence at high frequencies and do not reflect actual
properties of the LVL’s seismic transfer function.
3.3.2 Individual Measurements with a More Complete Sensor Assembly
Additional measurements of the seismic transfer function based on ambient noise were per-
formed at CNES Toulouse during performance testing. Both the LVL FM with the test sensor
on top and the reference sensor were placed on an aluminium plate and covered by a thermal
and air flow protection made from polystyrene and fiber glass. All legs were extracted about
half-way to an equal length and placed within metal foot wedges; the mass for this configu-
ration was about 1350 g less than during the MPS measurements. This measurement is not
representative of SEIS deployment on Mars as the aim was to level as low as possible. Ad-
ditionally, the foot wedges likely influence the measurements, not only in terms of coupling
to the ground, but also in terms of tether routing. However, this test allows the influence of a
more complete sensor assembly to be investigated, including the bottom plate of the RWEB,
the dampers, and the tether. The same horizontal resonance frequency was observed in X-
and Y-directions, with no obvious influence of the tether attached to one side of the LVL on
the symmetry of the system. It has to be noted, though, that the load shunt assembly (LSA)
of the tether, which is supposed to decouple the mechanical vibrations of the cable from the
LVL, was closed during the measurements. As observed previously, no clear LVL effects
are apparent on the vertical component and the loss of coherence between test and reference
sensors leads to rapid oscillations in the phase of the transfer function above about 40 Hz.
To study the influence of regolith on the seismic transfer function, the LVL QM was set
up in a sandbox, again beneath a thermal and air flow protection. Test were done in a flat and
two tilted configurations (Table 1), with a total system mass closer to the one used during
the MPS campaign and the tether with open LSA attached to the LVL. Again, the LVL con-
figurations used here do not correspond to the planned deployment configuration of SEIS,
which is at the lowest possible height (i.e., with the shortest LVL legs possible), but they are
the only measurements with a representative LVL on a regolith analogue material currently
available. The noise level for these measurements was rather high and the coherence was
not as stable as in the previous setups. Data were only sampled at 100 Hz, and no vertical
resonance can be confidently identified within the highly coherent part of the measurements
(0.05–25 Hz for the vertical component). No resonances of the open LSA were observed
during this test, probably because it was not excited.
Finally, during performance tests with the integrated sensor assembly at CNES Toulouse
(line number 6 in Table 1), the seismic transfer function of the LVL FM was determined
using the horizontal SP sensors. As they are tuned to Martian gravity, the VBB sensors
are saturated when the sensor assembly is standing on the LVL feet and is level to the
ground on Earth. This does not apply to the horizontal SP sensors, though, and a dedicated
measurement was done. As frequencies above 30 Hz are affected by the resonances, they
are expected to be observed on the SP channels in SEIS data from Mars, too, so this is a
realistic scenario. The LVL legs were again half-way extracted to equal length, which is an
unlikely deployment scenario on Mars. The sensor assembly was placed on an aluminum
plate and covered by the thermal and air flow protection. The tether (LSA closed), bottom
panel of the RWEB, the VBB sphere, the proximity electronics boxes, and the SP boxes
were attached to the LVL. The measured resonance frequencies are identical within the
measurement uncertainty (Table 1) and again indicate no symmetry-breaking effect of the
tether LSA in the closed configuration.
3.4 Determination of Resonances on Mars
When analyzing the data recorded by SEIS on Mars, the LVL seismic transfer function
will have to be determined from ambient noise in order to both correct the data for LVL
resonances, and invert the observed resonances for regolith properties with the help of the
model developed below. During all of the lab tests described here, the resonance frequencies
and amplitudes were determined by calculating the relative transfer function of the LVL
with respect to a reference sensor placed close to the LVL. This kind of reference will not be
available when SEIS is deployed on Mars. The resonances produce clearly identifiable peaks
in the horizontal component power density spectra, though. We took readings of these peak
frequencies for the sensor on the LVL from all 22 FM lab measurements and compared them
to the resonance frequencies determined from the corresponding relative transfer functions.
The frequencies obtained from the two different measurements show a close agreement,
with a maximum deviation of 0.3 Hz (Fig. 8). Comparing the frequencies obtained for the
SP measurement from the relative transfer function with those derived from power density
spectra of the SP data gives a similar agreement. This indicates that we should be able to
determine the LVL resonance frequencies with a high confidence from SEIS data recorded
on Mars.
Accurately predicting the resonance amplitudes without a reference to give the back-
ground level of seismic noise will be more challenging, though. During the test measure-
ments, amplitudes at the resonance frequencies were found to vary by an order of magnitude.
Fig. 8 Histogram of differences
between the resonance
frequencies obtained from the
calculated transfer function and
from the power density spectrum
of the data recorded on the LVL.
All data are from the MPS
campaign with the LVL FM used
Precisely determining the amplitudes is difficult for the short-duration measurements where
the gain of the transfer function shows considerable spread around the peak frequency, so
longer-duration measurements are preferable. Besides, the observed amplitudes appear to
depend strongly on the precise coherence between reference and test sensor around the res-
onance peak. Without a reference sensor, the background level of the spectrum will need
to be estimated from either the horizontal components around the peak or the vertical com-
ponent that does not contain the peak. However, in our lab tests, spectral amplitudes were
not the same on the horizontal and vertical components. The missing reference information
could lead to an underestimation of the resonance amplitudes, which might need to be ad-
justed iteratively when removing the resonance effects from data measured on Mars. The
separation between the LVL resonances and the structural response of the Martian soil is
discussed in Knapmeyer-Endrun et al. (2018).
4 Analytical Model
4.1 Construction
A simplified analytical model of the LVL structure is developed in order to predict its reso-
nances and transfer function. The final objective being to estimate the effects of this structure
on the data recorded by the VBBs and SPs on Mars. In modeling the LVL, we follow the
method to detect and compensate for inconsistent coupling conditions during seismic ac-
quisition with short-period sensors presented by Bagaini and Barajas-Olalde (2007). In their
study, they analyze the coupling performances of three-component geophones, mounted on a
baseplate with three spikes with a spacing of 50–65 mm. This mounting leads to resonances
at frequencies of about 100 Hz for the geophones supported by the spikes. The analysis of
this study is applied here to the case of the SEIS leveling system to reproduce its mechani-
cal behavior by predicting its resonances and transfer function, and to infer the strength of
coupling with the ground.
Four main elements characterize the LVL model: one platform and three legs, as depicted
in Fig. 9(a). Each 3D platform-leg coupling phenomenon is modelled by one vertical spring
Fig. 9 A schematic view of the modeled LVL structure on which the study is based. (a) shows the LVL
structure in the leg 2 direction and (b) the bottom view. The coordinate frame used is the same than in Figs. 1
and 2
Table 2 Parameters of the model as well as typical values used in the numerical applications. Question marks
indicate values that are unknown for the tests reported here as well as for the deployment on Mars and need
to be derived from the observed resonances. Note that Mp is not an adjustable parameter and is deduced from
Mtot and mi values
Parameter Description Value Unit
Mtot Total mass 9.082 kg
mi Legs mass 0.052–0.098 kg










Platform-leg horizontal spring constants 4–12.5 × 105 N/m
k
g








Ground torque induced on the legs ? N m/rad
with a rigidity constant kpv , and two horizontal ones with a representative constant k
p
h . Like-
wise, each 3D foot-ground coupling phenomenon is described by constants kgv and k
g
h . All
of these rigidity constants are associated to design requirements. Equivalent masses for the
platform subsystem Mp and the three legs m1, m2 and m3 are used to complete the system.
This configuration permits six degrees of freedom for each subsystem. However, as the com-
plete instrument configuration does not allow for a rotation of the legs around the vertical
axis, the final system has, in total, 12 degrees of freedom in translation and 9 in rotation.
The infinitesimal oscillating rotation of the LVL around the Z axis around the reference po-
sition can however be made mostly through the deformations of the three contact points. All
parameters of the model, including their values are listed in Table 2.
Newton’s second law is applied for each subsystem of the global structure in both trans-










where Mp represents the mass of the platform and the second derivative term is the plat-
form’s center of mass acceleration in translation. Here and in the next equations,  is used
for all forces and positions measured with respect to the reference position of the SEIS in-
strument. This also explains why neither weight nor ground reaction in the equilibrium state
appear in these equations. Finally, the term
−−→
F+i is the force linked to the relative displace-
ment between the two ends P+i and P
−










where kp corresponds to the platform-leg spring constant. Knowing that the platform is a















to the vector between the platform’s center of mass and the top of the considered spring. The
same definition is used for the expression of the displacement of point P−i . Next, Newton’s










The second derivative term in (4) represents the considered leg’s center of mass acceleration
in translation and mi is the mass of the considered leg’s. The force linked to the relative














where kg corresponds to the leg-ground spring constant. The term
−−→
S−i is equal to zero













i corresponds to the vector
between the considered leg’s center of mass and the top of the considered spring on the
ground. However, each of the elastic links is not isotropic. However, the elastic contacts with
ground are not assumed to be isotropic. We therefore model them with two different stiffness
constants for the springs: one for the vertical and a second for the horizontal. Considering
this new information and knowing that only the leg tilts are considered (i.e. no rotation
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i · n −
−−→
Gi · n
) · n, (7)
where the symbol · corresponds to the scalar product. The different stiffness constants are
detailed in Table 2 and n is the unit vector in the vertical direction. In the same way, FSi is
corrected. Twelve translation equations are finally written: three equations for the platform
























where [Jp] represents the platform’s moment of inertia matrix, the second derivative term is


















where [Ji] represents the moment inertia matrix of the feet, and the following expression for










Ωi − (−→Ωi · n)n
)
. (10)
Like for the platform, every term is written in the associated leg’s frame. Finally, three
equations are written to define the platform rotation, and two for each leg’s rotation, because
a rotation of the legs around the vertical axis is not possible. To compute the LVL response
by using the model, different inertias must be defined. The total inertia is known from the
overall SEIS model and delivered hardware, and inertias of the legs can be found by using
their characteristics. Indeed, it is known that:
[Jlegi /platf orm] = [Jlegi /CG] − [Jonlyleg] (11)
where [Jlegi /platf orm] is the inertia of the leg i in the platform’s frame and the term [Jlegi /CG]




4mi(Y 2i + Z2i ) −4miYiZi −4miZiXi
−4miXiYi 4mi(X2i + Z2i ) −4miZiYi
−4miXiZi −4miYiZi 4mi(X2i + Y 2i )
⎤
⎥⎦ , (12)
where Xi , Yi and Zi are the coordinates of the considered foot’s center of mass. A leg inertia
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The terms H and r are the corresponding leg’s height and radius, respectively. Finally, the
platform’s inertia can be defined as the total moment of inertia less the sum of the 3 legs’
moments of inertia (Eq. (11)).
Combining all equations, the mass (which includes also the moment of inertia matrices)
and rigidity matrices, [M] and [K], respectively (both size 21 × 21), are defined and imple-
mented numerically. This allows the eigenmodes of the global structure to be found. The
adjustable parameters in the model are the various masses, the length of each leg, the stiff-
ness of the springs and the torque induced by the ground on the legs Cgh . Once the extracted
lengths of the LVL legs are known, this also sets their masses and the horizontal stiffness
k
p
h between them and the platform thanks to their mechanical characteristics. Values for kpv
and kgv can be selected arbitrarily as some numerical simulations show that they do not sig-
nificantly influence the results. The main parameters to adjust because of their considerable
influence on the calculated resonances, are kgh and C
g
h .
We perform two last modifications in our model and associated equations: although the
center of mass of the total assembly (noted CoG) is close from the center of mass of the
platform, slight movements are expected due to the slight non-rigidity of the feet-to-platform
links. We therefore first consider the center of gravity of the assembly as coordinate origin
and express both the platform and feet positions with respect to the SEIS center of mass.
Secondly, we do have attenuation processes in the ground deformation. We introduce an
attenuation quality coefficient Q of the elastic forces against the ground in the resonance
determination. This parameter is also adjustable in the model. It allows the eigenresonance
amplitudes in the transfer function to be changed. The LVL response [R] is then calculated
with the matlab “eig” function which solves the problem of eigen values:
[R] = [P ]−1([K] − [M] · [Ω2])−1 · [P ][D], (14)
where [P ] is the transfer matrix toward the eigenvector base, [Ω] corresponds to the eigen-
value matrix, and [D] represents the three vectors of ground displacement applied to the
three feet in contact with the ground (S+i ). This response can then be used to compute
either the 3D velocity translation and rotation rate of the LVL generated by the feet dis-
placement, or the acceleration measured by the six axis sensors on their mounting locations
on the LVL, and therefore the transfer function of SEIS with respect to ground displacement
or ground acceleration.
4.2 Validation
Eigenmodes are determined with a matlab software that we have developed by coding the
matrices. A verification process is performed step by step, gradually increasing the com-
plexity of motions of the system, namely releasing at each new step one more degree of
freedom. Results of all steps are represented in Fig. 10. First, a translation-only configura-
tion is chosen; rotation is not modeled. To begin, all stiffnesses are considered infinite except
k
g
h , which is zero. Under these conditions one would expect to find two orthogonal modes
at f = 0 Hz corresponding to horizontal displacement of the center of gravity. These two
modes of the platform’s translation along the x and y axes are also found in the numerical
solution (Fig. 10(a)). One additional mode appears at less than infinite frequency (smaller
than 5 × 105 Hz), caused by the parallel springs.
The second step of the validation process consists of releasing the vertical motion be-







Fig. 10 (a) to (e) are the results of the first five steps of model validation, only for translation, showing









where M is the total mass of the LVL and is equal to 5.3 kg in this example, resulting in f =
119.7 Hz. Figure 10(b) shows this mode well (number 8), and a glance at the eigenvector
indicates that it is a vertical downward translation of the platform.
Next, the vertical displacement between feet and the platform is released, putting kpv at
its minimum value. This time, the old vertical mode must match with a configuration of two
springs in series, thus with a lower frequency than before: f = 104.9 Hz. This frequency is
readily observed in Fig. 10(c) (mode number 8). Moreover, we also observe the frequency
decrease of three modes (modes number 3, 6 and 7) which appears with the release of the
complete vertical stiffness of the system. They correspond to vertical translations of the
different feet.
The fourth step of the validation consists in releasing kph , considering a mean extraction
of feet, namely kph = 7.9 × 105 N/m which stems from the mechanical properties of the
LVL’s legs and is determined by their length. All high frequencies which correspond to
translations of the feet in ±X and ±Y direction decrease (Fig. 10(d)). This is due to a lower
horizontal rigidity of the structure.
Finally, kgh is set to 105 N/m, which means that horizontal translation is more constrained.
Thus, Fig. 10(e) shows the disappearance of the f = 0 Hz modes. This is a configuration for
a structure embedded in the martian ground, i.e. feet cones penetrating the regolith. Indeed,
for the first four steps of the validation process, kgh was zero, which means that the structure
could translate horizontally freely on the ground. This is not possible anymore with the
current setting of kgh , and the f = 0 Hz modes can not exist.
The next step consists in looking at this model with rotational motions added. The twelve
first modes correspond well to the translation modes observed in the previous step, but they
are mixed. This means that, when using identical parameters but adding the rotation equa-
tions into the model, we find the same translation modes, but not positioned at the same
mode numbers, and neither with exactly the same frequencies. A closer look at each found
rotational mode informs us on their coherence with our modeled LVL structure.
Figure 11 shows an example of these first results of the model. The figures show all the
LVL’s vibration modes: resonances in (a), and all the structure’s mode displacements (b)
and (c). The two horizontal modes observed in Fig. 11 have a frequency within the range
covered by the measurements previously detailed. Indeed, the seismic transfer function mea-
surements made on the shaker and during the tests using ambient noise listed in Table 1 also
reported two vibration modes in translation of the upper part of the LVL structure. This good
agreement with the laboratory results is a first indication that the model is indeed reproduc-
ing the correct behavior.
A further validation of the model was done by only changing the mass of the platform or
the leg lengths (same length for all three legs). When either of these parameters increases,
the horizontal frequencies decrease (see Fig. 12). The same evolution is observed in all of the
different tests performed in laboratories and listed in Table 1. However, we cannot add their
resonance values to our figures and compare them to our simulations. Indeed, the only way
to find exactly the same resonances values is to change kgh and C
g
h in the code, which means
that the different leg lengths induce different coupling conditions between the feet and the
ground in a real configuration, which are not quantified. Moreover, no measurements with
different masses and exactly the same leg lengths are available for the LVL QM or FM.
The model can also describe the complete LVL transfer function as determined during
test measurements in the laboratory. Figure 13 shows an example for the baseline config-
uration (lowest LVL height, with all legs at the same length) for which the measurements
correspond to the first case of Table 1. The superposition of both curves confirms that the
model can faithfully predict the real LVL behavior. This is also observed in Fig. 14. This
curve shows the LVL transfer function in a tilted configuration on sand (fifth experiment of
Table 1), which can also be explained by the model. Finally, the last laboratory measurement
which was realized on the LVL FM (number 6 in Table 1) with the two horizontal SP sensors
is also reproduced well by the modeled transfer function (Fig. 15).
Fig. 11 Model results including both translational and rotational motion of the LVL. (a) Resonance frequen-
cies of all 21 modes. (b) Horizontal translation mode (mode number 14) of the platform along the x-axis.
(c) Horizontal translation mode (mode number 7) of the platform along the y-axis. The arrows give the direc-
tion of the considered center of mass’ motion
Fig. 12 Frequency of the horizontal translation modes of the LVL platform found with the model as a
function of the mass (a) or the legs length (b), without a change of any other parameters (kpv = 3.3×106 N/m,
k
g
v = 1 × 106 N/m, kgh = 3 × 105 N/m and Cgh = 5.73 × 103 N m)
5 Application
The translation part of the model was verified by considering an embedded structure, pro-
gressively released, and the rotation modes were then found to be consistent. The two hori-
Fig. 13 Measured (in blue) and
modeled (in red) gain of the
horizontal transfer functions on
x-axis (top curve) and y-axis
(bottom curve) in the LVL FM
baseline configuration (all legs
extracted by 0.5 mm). This test
corresponds to the first one in
Table 1. Masses, extracted
lengths of the legs, and kp
h
values
were set to those of the
measurement configuration,
whereas the other parameters
were adjusted to fit the data:
Q = 33, kg
h
= 3.15 × 105 N/m
and Cg
h
= 3.7 × 104 N m/rad
Fig. 14 Measured (in blue) and
modeled (in red) gain of the
horizontal transfer functions on
x-axis (top curve) and y-axis
(bottom curve) in one 15◦ tilted
configuration of the LVL QM on
sand (test number 5 in Table 1).
Masses, extracted lengths of the
legs, and kp
h
values were set to
those of the measurement
configuration, whereas the other
parameters were adjusted to fit
























3 = 1.1 × 104 N m/rad
zontal translation modes of the platform, always observed between 35 and 50 Hz in both the
model results and the laboratory measurements, give evidence of the model’s fidelity to re-
ality. In addition, the same evolution of eigenfrequencies with mass and leg lengths between
the measured and modeled resonances is a further indication that this model can be used
to estimate the LVL’s mechanical modes. Finally, the transfer function similarity between
the real measurements and this numerical model guarantees that it can be used to study the
seismic response of SEIS on Mars in the future.
5.1 LVL Resonance on Mars
One obvious application of this model is to predict resonances of the LVL which could affect
SEIS measurements and inversely, from the observed resonances, to constrain the properties
Fig. 15 Measured (in blue) and
modeled (in red) gain of the
transfer functions of the two
horizontal short period sensors
on the LVL FM: SP1 (top curve)
and SP2 (bottom curve),
corresponding to the sensor
locations given in Fig. 2. Masses,




values were set to those of the
measurement configuration,
whereas the other parameters
were adjusted to fit the data:
Q = 40, all kg
h
= 2.9 × 105 N/m
and all Cg
h
= 1.72 × 104 N m/rad
of the ground. With a sampling rate of 100 Hz, the Nyquist frequency of the SEIS sensors
in nominal operations is 50 Hz. By using a combination of the nominal antialiasing FIR
filter for the VBBs passing information between 0 to 50 Hz and a bandpass filter passing
information between 50 Hz and 100 Hz for the SP sensors, the bandwidth of the combined
VBBs and SPs data can be extended to 100 Hz (Schmelzbach et al. 2018, in preparation).
This means that resonances below these frequencies will be seen on the seismic signal of the
instrument and could disturb SEIS measurements. Depending on the adjustable parameter
values, sometimes the results can give 50 to 100 Hz resonances. But the major way in which
the LVL affects the records is by horizontal resonances of the system due to the details of the
leg structure. These resonances were first observed during the test of the LVL structure on a
shaker. During a more thorough investigation of the LVL’s seismic transfer functions using
ambient noise, horizontal resonance frequencies were located between 34.7 and 46.4 Hz,
depending on the LVL configuration. When calculating all of the 21 LVL vibration modes
(resonances and displacements of the structure) with the analytical model, only two of the
obtained frequencies are below 50 Hz. Figure 11 shows that they also correspond to hor-
izontal translations of the platform in X- and Y-directions, respectively, which is in good
agreement with the laboratory results.
The model also indicates that the horizontal resonance frequencies of the LVL are highly
dependent on ground properties. Indeed, when the masses and the leg lengths are set (and
therefore also kph because of its dependance on the extracted length of the legs), the param-
eter space of the other rigidity constants can be explored: the vertical and horizontal elastic
stiffness between the feet and the ground kgv and k
g
h , and the torque induced on the feet by
the ground Cgh . Note that the value of the vertical stiffness between the platform and the
legs kpv is provided by the engineering team: at 3.3 × 106 N/m. By changing only one of
the other model parameters per simulation, it is shown that only two of them can signifi-
cantly change the horizontal resonance frequencies: kgh and C
g
h . For example, if kgv increases
by six orders of magnitude, neither of the horizontal resonance frequencies are impacted,
whereas an increase in kgh or C
g
h considerably increases the frequency values. This is shown
in Fig. 16.
Fig. 16 Sensitivity of the LVL
resonance frequencies to the
values of the elastic stiffness of
the ground material in contact
with the LVL’s feet (kg
h
(in blue)
and kgv (in red), both in N/m and
related to horizontal and vertical
forces, respectively), and the
torque Cg
h
(in green) in N m/rad,
with respect to a rotation
perpendicular to the foot
direction
Fig. 17 Design of the SEIS foot,
composed of a cone (10 mm
diameter, 20 mm length) fixed on
a 60 mm disk
5.1.1 Resonances Prediction from Laboratory Analog Measurements
The laboratory investigation of the interaction between one SEIS foot and possible Martian
regolith simulants was carried out by using a specifically developed system, in which a
replica of the SEIS foot was slowly penetrated into a mass of Martian regolith simulant of
controlled density under the self-weight supported by one of the three SEIS feet. Properties
of the Martian regolith simulant are described in Delage et al. (2017).
Once the foot had penetrated the regolith, cyclic loading at small strain were carefully
conducted so as to identify the elastic interaction between the foot and the simulant. The
detailed shape of the SEIS foot is presented in Fig. 17. It is composed of a 60 mm diameter
disk on which a cone is fixed. The shape of the cone was designed by carrying out pene-
tration tests to make sure that full penetration would be reached under the SEIS self-weight
under Mars gravity. This resulted in designing a 20 mm long cone with 10 mm maximum
diameter (Delage et al. 2017).
Figure 18(a) shows the device used to investigate the foot/simulant interaction. As seen
in the figure, a cylindrical container (239 mm diameter, 108 mm height) full of a Martian
regolith simulant called Mojave simulant, placed at controlled density, is put on the pedestal
of a triaxial press, that can be slowly moved upwards. This simulant, provided by JPL, is a
mix of MMS simulant (Peters et al. 2008) with some natural Mojave sand from the same
area. Its characteristics and mechanical properties have been investigated by Delage et al.
Fig. 18 (a) Testing device with the container full of Martian Mojave sand regolith at controlled density. The
container is placed on the pedestal of a triaxial press and slowly driven up at a controlled upwards speed. Once
the tip of the cone comes in contact with the soil, penetration starts and the corresponding force resulting from
the cone/soil interaction is monitored by the change in length of the spring. (b) SEIS foot fixed at the bottom
of a steel cylindrical mass corresponding to the weight supported by one of the three SEIS feet under Mars
gravity (1 kg). The diameter of the plate is 60 mm. The upper diameter of the cone is 10 mm and its height
is 20 mm. One can see the pair of springs used to suspend the mass. The force resulting from the contact
between the cone and the soil during penetration and elastic loading tests is monitored by measuring the
changes in length of the calibrated spring by means of a LVDT (Linear Variable Differential Transformer)
displacement measuring device
(2017). The medium D50 diameter of the simulant is equal to 300 µm. As seen in Fig. 18(b),
the SEIS foot shown in Fig. 17 is fixed to a 1 kg cylindrical steel mass corresponding to the
average weight supported by one of the three SEIS feet under Mars’ gravity. The photo also
shows the two calibrated springs used to suspend the foot and mass to the bracket of a triaxial
press, as seen in Fig. 18(b). Measuring the changes in the springs’ length thanks to a LVDT
(Linear Variable Differential Transformer) provides the force resulting from the penetration
of the cone into the simulant. Penetration is made possible by gently moving the pedestal of
the press upwards. In other words, the springs initially support the whole suspended mass,
that is progressively released during cone penetration by the increasing upwards axial ver-
tical force supported by the simulant. Another LVDT sensor provides the change in axial
penetration with time, allowing the penetration curve to be monitored in terms of changes
in force with respect to penetration depth. Once the cone is fully penetrated and the disk is
in contact with the simulant, one can then measure the axial elastic constant characterizing
the axial simulant/foot elastic interaction, by applying small upwards and downwards move-
ments to the pedestal. Some tests were performed on a soil specimen prepared at a controlled
density of 1640 kg/m3. To do so, the simulant was placed in the container by pouring suc-
cessive 30 mm thick layers, that were carefully compacted to the required density by using
a tamping system shown in Fig. 19. To determine the elastic axial response once full cone
penetration under the self-weight supported by the SEIS foot is reached, the axial force was
slowly cycled between its maximal value (10 N) and a minimal value of 8 N. As seen in
Fig. 19 Tamping procedure to
obtain the required density
Fig. 20 Determination of the elastic axial constant between a specimen of Mars Mojave simulant compacted
at a density of 1640 kg/m3 and a 60 mm diameter plate (a) and a model of the SEIS foot with the 10 mm
diameter and 20 mm high cone (b). The axial force is cycled between 10 and 8 N and the resulting displace-
ments are in the 3 µm range, close to the resolution limit of the LVDT system. The successive tests carried
out with the disk only provide a constant between 5.54 × 105 and 8.03 × 105 N/m whereas the test run for
the full SEIS foot (with cone) found a value of 5.50 × 105 N/m, showing a negligible effect of the cone
Fig. 20, the values obtained with a simulant density of 1640 kg/m3 are between 5.54 × 105
and 8.03 × 105 N/m, from successive loading cycles carried out with the disk only. The un-
loading path from 10 down to 8 N carried out with the model of SEIS foot provides a value
of 5.5 × 105 N/m, showing little effect of the cone. Note that the displacement involved in
the tests are rather within the range of 3 µm, not far from the accuracy limit of the LVDT
used. The horizontal stiffness has not yet been determined by laboratory measurements. The
link between the parameters kgh and C
g
h and the elastic ground properties (Poisson’s ratio
ν and Young’s modulus E) can however be expressed analytically for the case of a simple

















= 12(1 − ν)
2
(7 − 8ν)a2 .
Fig. 21 Cg
h
as a function of kg
h
and χ2 for the case number 3 of
Table 1
For a = 3 cm and ν = 0.22, this leads to a ratio of about 1548 rad/m2. The spikes will likely
increase this ratio further and this suggests that the resonance frequencies will therefore
be most sensitive to Cgh . For a density ranging from 1300 to 1500 kg/m3 and a shear wave
velocity between 110 and 164 m/s, which results in having the Young modulus E comprised
between 13.8 and 35.3 MPa, the values found for the horizontal stiffness kgh are between
8 × 105 and 2 × 106 N/m. With the uncertainty on the ν value, this is in good agreement
with the Figs. 13, 14 and 15. The calculated Cgh values are comprised between 5 × 102 and
1.4×103 N m/rad which is smaller than the model values but the elastic solutions of Poulos
and Davis (1974) don’t take into account the fact that the sand is loaded by the weight of
SEIS which can increase the Young modulus below the LVL feet. Moreover these formula
only consider a disk and not our foot design with a spike, that may also have some influence
on the soil response.
5.1.2 Inversion Perspectives
When the resonance frequency will be measured, an inversion of its value will be possible
with the goal to better constrain the ground properties. In order to test such future work
with Mars observations, an inversion test has been made, but using the model in different
experimental configurations that were used on the LVL QM and FM. The idea is to search for
the values of the adjustable parameters that give the same horizontal resonance frequencies
as in the laboratory data. To do this inversion, we randomly draw values for the adjustable
parameters one million times and we calculate the χ2 for each of these value sets as follows
(Fig. 21):




where fmodel and fdata represent the resonance frequencies calculated with the model and
found in the experiment, respectively, and σ is the measurement uncertainty (equal to 0.3 Hz
as discussed in Sect. 3.4). The results in Fig. 21 give a clear trade-off curve between the two



















where A and B are constant found from data matching. This can be interpreted as a sys-
tem where both the horizontal stiffness and the torque are in parallel for generating the tilt
resonance.
As seen from Eq. (18), these parameters are directly related to both the Young’s modulus
and Poisson ratio and the numerical model presented here could be used to invert for ground
properties at the InSight deployment site once SEIS data from Mars are available. However,
the presence of the cone on the LVL’s feet, which are not just circular disks, complicates the
application of these formulas. Hence, more complete expressions are needed, which could
be provided by additional experiments in which a model of the SEIS foot is penetrated
into a Martian regolith simulant with a precise measurement of the axial force and elastic





h can be determined solely depending on the Poisson ratio. Using a reasonable range
of this coefficient (e.g. 0.1 to 0.4), this can already give narrow limits on the possible range
of kgh vs. C
g
h values. This should be compared to the experimental results done with the
real shape of the feet. Another possibility is to combine the results of this model with other
experiments realized in order to determine the regolith properties of the InSight landing site
(Golombek et al. 2018).
Results of the laboratory measurements show that in cases where the three legs are not of
equal length (tilted LVL configurations), two different frequencies for the horizontal modes
are observed (Table 1, lines 2 to 5). Depending on configuration, the resonances either do
or do not align with the X- and Y-axes of the system. In this analytical model, we need to
set different rigidity constants at ground level between the three legs to obtain two different
frequency values for X and Y horizontal mode resonances. This would mean that the three
feet couple to the ground differently. Things will then depend a lot on the actual deployment
(i.e. local interaction between the feet and soil which is very hard to know) of SEIS on Mars.
The fact that two frequencies with a difference of up to 1.8 Hz were not only observed with
the LVL on sand, but also on rock (case number 2 of Table 1), may be explained by the fact
that, depending on the test configuration, one or two feet were located on the sloping part of
the rock, whereas the other feet were on the horizontal part. This could make a difference
for the interaction between a foot and the ground.
5.2 6 Axes Seismometer Measurement with SEIS
As SEIS has 6 axes, measurements of both the vertical and horizontal accelerations at differ-
ent distances from the center of mass of the LVL will be made. The three VBBs recompose
for example the vertical axis in the center of the LVL while the vertical SP (noted SPZ) mea-
sures the vertical acceleration on the ring. Moreover, the three VBBs measure the horizontal
acceleration at mid distance from the Sphere Center of Gravity, while the two horizontal
SPs are again located just outside the ring, at a distance twice larger from the Sphere center.
In addition and as noted by Forbriger (2009), VBBs are sensitive to the rotation rate with
respect to their pendulum, as described in more detail in the Appendix.
The 6 sensors can therefore sense the 6 axes of LVL acceleration and LVL rotation and
SEIS is therefore able to work in a way similar to a rotaphone (Brokešová et al. 2012).
But SEIS is reduced to the strict minimum number of sensors, has sensors sensitives to
both acceleration and rotation (the 3 VBBs) and only acceleration (the 3 SPs) and was not
originally designed for this purpose neither optimized in terms of sensors placement for
rotation measurements nor calibrated with this goal. Figure 22 illustrates this concept for
the three axes of rotation, and compares SEIS to a classical rotaphone.
Let us therefore discuss if SEIS can be considered, especially during the HP3 penetra-
tion, as the first device performing rotational seismology on a terrestrial body other than
Fig. 22 Sketch for the rotation recombinations of the 6 axes. On (a), blue and red arrows represent the
sensitivity axes of the VBBs and the SPs respectively. In (b), the stars are the different centers of mass (light
blue for the VBBs, dark blue for the LVL, where the vertical sensitivity axis is recombined, and red for the
vertical SP). In (c), rotation on one sense is represented in blue stars, and on the other sense in red stars.
(a), (b) and (c) are respectively for Z, X and Y axes. The determination of rotation in Y is the least efficient
due to the smaller distances between the different sensors sensitive to this rotation. For comparison, (d) shows
the geometry of a rotaphone, reprinted from Brokešová et al. (2012), where rotation is not only obtained with
optimized distances but also in a redundant way, enabling very precise calibration for the small differences
associated to the dispersion of the transfer function of the sensors
Earth. See Igel et al. (2015) and Schmelzbach et al. (2018) for recent reviews on rotational
seismology.
During the HP3 penetration, high frequency surface waves are indeed expected to be
generated, especially at the beginning of the penetration, and the three feet of SEIS will be
able to sample the surface displacement field on three locations far enough to have large
phase differences in term of ground displacement. As described above, the distance between
the acceleration measurement locations are about 10 cm and the distances between the feet
are slightly more than 20 cm (see Fig. 2). SEIS will therefore be sensitive to the rotation
effects associated with the gradient of the seismic waves at this distance. Because of the
expected low shear wave (or the surface wave) velocity, of about 150 m/s for the surface
materials (see Delage et al. 2017 for the mission ERD reference model and Morgan et al.
2018 for further discussion on the possible seismic velocity profiles near the surface), these
10 cm and 20 cm distances, therefore, correspond to about 1/30 and 1/15 of the wavelength at
50 Hz. At these frequencies, the measurements will therefore be closer to gradient analysis,
already demonstrated on the Moon by Sollberger et al. (2016) but for the larger distances
between the lunar geophones deployed during the Lunar Seismic Profiling Experiment of
Apollo 17.
Following Bernauer et al. (2009), let us first present the expected amplitude of the ac-
celeration and rotation signals during the HP3 penetration. These will be used to compare
the instantaneous rotation speed around the transverse component Ω˙η and the vertical accel-
eration obtained from the time differentiation of the platform center of mass velocity v˙z to





To compute both the rotation and acceleration, we use the numerical simulation of the
seismic signals generated by HP3 hammering. See Kedar et al. (2017) for the detail of this
modeling, including the discussion on the separation of P and S waves in the expected signal.
These simulations provide the radial and vertical displacement of the ground at the LVL’s
feet number 1, 2 and 3, for geometries where feet 2 and 3 are at the same distance from HP3
and for a defined distance and depth of the HP3 mole. These synthetics seismic waves were
made assuming a cylindric source (e.g. vertical penetration of the mole) and a 1D seismic
structure.
The Ω˙η instantaneous rotation speed, defined by Eq. (20), were calculated by finite dif-






while the vertical velocity vz (derivative of the displacement uz) is determinated as the mean
velocity of the three feet which is therefore computed at the center of the three feet. All these
fields are provided by the HP3 simulation displacement data converted into ground velocity
or acceleration. The simulations used here are those at low HP3 penetration depth, for which
the surface waves are the strongest.
We used then the model describing the translation of the LVL CoG and the rotation of the
LVL axes frame (as given by Eqs. (1) and (8)) and expressed the absolute velocity of each
sensor at the center of gravity of their inertial mass with both the LVL CoG translational
velocity and the rotation speed with the companion expression of Eq. (6):
−→vi .−→ni = [−→vF +
−→˙
ΩF × −−→GpSi].−→ni , (22)
where
−→˙
ΩF is the platform angular instantaneous rotation speed of the LVL frame, −→vF the
LVL translational speed, i denotes one of the 6 axes, −→ni is the sensing direction of the
component i and −−→GpSi the vector between the platform Center of Gravity and the Center of
Gravity of the proof mass of component i.
This allowed us to estimate the transfer matrix between the 6 axes LVL velocity and
instantaneous rotation speed vectors and the 6 axes outputs recorded by both the SPs and
the VBBs, which provide the sensor absolute velocities, as recorded on the location of their
proof mass. Note that we do integrate, for the VBBs, their rotation sensibility following
expressions of the Appendix. In this process, we fully modeled the SEIS acquisition system,
including the SEIS-AC decimation filter.
The upper part of Fig. 23 shows the amplitudes expected for the ground acceleration
and rotation, for 30–40 Hz and 10–20 Hz 5th order butterworth band pass filtered signals.
Phase velocities of about 131 m/s and 141 m/s are found by least-square fitting by using
Fig. 23 Mean acceleration at the LVL center of mass (top figure) and transverse LVL rotation (bottom
figures), after a simulated penetration of HP3. On the left, data have been filtered between 10 and 20 Hz,
while at the right, the bandwidth was 30–40 Hz. The lower figures represent the comparison between the
vertical velocities determined by the two different methods cited in the text: thanks to the acceleration in
black and the rotation in grey
Eq. (20). Note that SEIS is however close from the source, the distance between two feet
is about 15–20% of the propagation distance d and a large geometrical spreading is found,
with amplitudes decaying as 1√
d
, preventing the direct use of Eq. (20) which is only valid
for a plane wave far from the source. For this reason, a geometric correction was applied in
the computation of the instantaneous rotation from Eq. (21) but we get nevertheless phase
velocities still lower than the used one in the simulations. Moreover, the ground attenuation
is also affecting the results, but less significantly than the Rayleigh pole, which gives about
160 m/s for the model used by Kedar et al. (2017) in its simulation. A better understanding of
the phase velocity in very close field and for attenuating waves is requested for interpreting
these phase velocities but is not central to this study which is focused on the impact of the
calibration errors. The lower part of Fig. 23 shows the result of the comparison between
the velocities determinated by two different methods: the mean velocity at the center of
the three feet with a phase velocity inverted by a least-squares approach from fitting the
waveform bandpassed at high frequencies.
As indicated above however, the flight models of the sensors have however not been cal-
ibrated for such measurements; Earth’s gravity prevented indeed the simultaneous operation
of all 6 sensors on Earth. This will therefore prevent us of using SEIS as a well calibrated
rotation sensor.
The actual transfer function will therefore be only estimated from computer assisted de-
sign models providing the precise location of the center of gravity of the 6 proof masses in
Table 3 Summary of the calibration errors assumed in the known position of the VBBs and SPs mobile mass
center of gravity, in the dip and azimuth directions, in the VBBs to SPs relative transfer functions and VBBs
rotation sensitivity
VBB parameter VBB position VBB azimuth VBB dip VBB transfer function VBB rotation sensitivity
Error 500 µm 0.05◦ 0.1◦ 0.25% 5%
SP parameter SP position SP azimuth SP dip SP transfer function SP rotation sensitivity
Error 250 µm 0.05◦ 0.05◦ 0.25% None
the LVL frame and from precise calibration of the sensors. We expect to complete these cal-
ibration informations, during Mars operations, by dedicated cross-calibration of the VBBs
and SPs. The first calibration will be performed with the LVL system, where tilt signals will
be generated by moving the LVL legs. This will mostly excite tilt and therefore rotation.
The second calibration will be continuous operation of the VBBs and SPs during one month
which will allow precise relative cross-correlation of the VBBs with respect to SPs through
the recording of Mars micro-seismic noise and possibly seismic signals. We expect that most
of the signal will in this case be LVL translation.
In order to illustrate the calibration limitations, we have run a random exploration of
the impact of the transfer function errors, by introducing errors in the different parameters
affecting the transfer matrix between the 6 SEIS axes and the 6 acceleration+rotation axes.
In that test, the errors amplitudes are listed in Table 3. The sensitivity of the VBBs to rotation
is expressed in the Appendix.
The calibration errors are generating noise on the rotation recovery depending on the sig-
nal. This calibration noise is much larger than the self noise of the 6 sensors, when expressed
in terms of acceleration and rotation measurement noise and will likely be also much larger
than the high frequency natural noise, due to the very large amplitude of the HP3 signal.
As suggested by the SEIS noise model (Mimoun et al. 2017), the high frequency noise is
indeed expected to be dominated by the sensor self noise. Figure 24 shows the signal spec-
trum, for the two vertical and longitudinal components of acceleration and the two rotation
ones, transverse and vertical. This is illustrated in the two bandwidth (10–20 Hz and 30–40
Hz). Typically, the rotation spectrum can be recovered with about 10% while the accelera-
tion is recovered with 0.35%. Note that when the source geometry is known, and especially
for the HP3 signal, which is expected to have a cylindrical geometry and a known surface
waves ray, the transfer function error can be furthermore constrained by assuming the radial
rotation to cancel. We also note that the error grows rapidly at low frequency, suggesting
that the rotation analysis will likely be possible only at frequencies larger than 10 Hz.
These calibration errors will nevertheless obviously directly impact the measurements of
the phase velocity. This is illustrated by Fig. 25, which shows for the bandpass 30–40 Hz
the noise associated to the calibration errors and results for the two frequencies are shown
on Fig. 26. We note that the largest sources of errors are the dip angle of the VBBs and the
calibration errors of both SPs and VBBs, which are expected to be much better known after
the on Mars calibration and commissioning. We expect the dip angles to have no frequency
dependancy and the High Frequency Gain error to be weakly frequency dependant. This
suggests therefore that the measurement of the frequency variation of the phase velocity,
which will directly be related to the variation of the seismic velocities with depth, will
be less affected and could be determined, with perspectives of inversion of the subsurface
structure.
Fig. 24 Signal and calibration errors for the HP3 signals in the frequency domain for the two bandwidths
tested (10–20 Hz and 30–40 Hz). Acceleration is on the left figure (A) where dark grey is the Z axis signal
and light grey the Longitudinal axis signal. Fields are rotated with respect to the HP3 location: the azimuth
of HP3 is 8◦ with respect to the center of SEIS, while the azimuth of the 3 SEIS feet are respectively −172◦ ,
68◦ and −52◦ . The azimuth of the feet from HP3 are therefore 8◦ , 13.8◦ and 2.2◦ respectively. The thin lines
are the acceleration calibration error. (B) shows the Transverse rotation, associated to surface waves, while
(C) shows the vertical rotation. The continuous large line is the signal, while the thin lines are the calibration
noise obtained for 200 random values of the transfer function. The dashed grew lines are the sensors self
noise. In the worst case, the rotation is measured with 10% of the calibration noise
To summarize, we do believe that SEIS will be able to measure, during the HP3 penetra-
tion, the ground translation and rotation independently at frequencies larger than 5–10 Hz
and for near surface Rayleigh waves. The determination of the transfer function will be one
of the challenges of the experiment. The existing knowledge of these transfer function is
described by Lognonné et al. (2018) and will be described in the SEED dataless provided
with the data. The first delivery, expected in spring 2019, will be based on the prelaunch
calibration while the second delivery, in summer 2019 will likely integrate the post-landing
calibration process, as well as the data gathered during the HP3 penetration phase.
Assuming that all components are operational, the 6 axes SEIS instrument will allow, as
predicted by the rotational seismology (Eq. (20)), the determination of the surface waves’
phase velocity (Bernauer et al. 2009). Further analysis will be made to asses if the 6 axes
analyses can be used also for separating the different phases of the HP3 signals, including
differences between the P converted SV reflected phase and the SV and SH incident phases,
as the latter are weakly resolved by the low sampling rate of the experiment and can also be
envisaged for micro-seismic noise analysis.
6 Data Filtering
Even if the SP has a flat ground velocity output up to kHz, the only two sampling options
are 20 sps and 100 sps. In normal operation, the digitized seismic recordings will therefore
Fig. 25 Calibration errors for the HP3 signals in the time domain. On the top in green is the vertical accelera-
tion, as acquired at 100 sps and with 30–40 Hz bandpass filter. Green traces near the X axis are corresponding
to the calibration noise. On the bottom is the rotation rate (red) and its comparison with the computed rate for
the acceleration and phase velocity around 131 m/s (green). See Fig. 26 for the histograms. Red traces near
the X axis are corresponding to the calibration noise
Fig. 26 Histograms of the phase
velocities for the 30–40 Hz low
passed data (left) and the
10–20 Hz ones (right), with the
dispersion of the calibration used
for the random exploration. ±5%
dispersion is found
be passed through a cascaded sequence of antialiasing FIR filters followed by subsampling
to downsample the data from initially 500 sps to either 100 sps or smaller sampling rates.
As a consequence, energy above 50 Hz will be either lost by the anti-aliased filter, or signal
will be aliased if no filter is implemented prior the 100 sps acquisition.
Studying resonances of the LVL at high frequencies (< 250 Hz) will however be possible
for the time period of the HP3 experiment during which data with the full bandwidth sampled
at 500 sps can be recovered. The proposed strategy is to exploit the observation that the
HP3 seismic data are characterized by a high number of very similar signals generated by
each mole hit and the fact that the hammering is not synchronized with the seismic data
sampling. This allows to use compressive sensing techniques to recover signals (e.g. HP3
hammer strokes, LVL resonances) for the entire bandwidth up to 500 sps (Schmelzbach et
al. 2018, in preparation).
7 Conclusion
We determined the transfer function of the SEIS LVL, which is the last part of the seismic
transfer of the signal between the Martian surface and the 6 axis accelerometer made by
the 3 VBBs and 3 SPs. This was made with a 4 masses, spring coupled, model of the LVL,
representing the 3 feet and the LVL platform, and with feet coupling integrating both the
vertical and horizontal response of the ground. We have shown that in the seismic bandwidth
of the instrument, the major impact of the LVL on the seismic signal will be associated to
the oscillation modes of the almost rigid LVL placed on the low rigidity ground, which will
generate both a seismic resonance and a signal cutoff at frequencies ranging from 20 to 40
Hz, depending on the rigidity of the ground. The model fits well all the data acquired during
the tests processes, for both the QM and FM and will be incorporated into the final transfer
function of SEIS in the dataless SEED provided for the full instrument transfer function
documentation.
The validation of the model has shown that the two associated horizontal resonances are
highly dependent on ground properties, especially the horizontal stiffness kgh and the torque
C
g
h . This opens the possibility to invert these parameters for better constraining the Martian
ground rheology and this inversion will be made with the first data acquired during the SEIS
commissioning on Mars. We illustrated the perspectives by performing a first inversion of
the test data and demonstrating the trade-off between these two parameters. The parameter
space might be reduced by determining the link between the Poisson coefficient and Young’s
modulus on one side, and the feet disk radius of the LVL feet, Cgh and k
g
h on the other side.
We illustrated this link with the analytical solutions associated to flat feet and will develop
them further by integrating the conic spike of the actual feet in the mathematical formulation.
These improvements will be achieved during cruise by both finite elements modeling and
laboratory measurements. Another upgrade of the model will be the inclusion of the LSA
and tether. The LSA can be considered as an additional mass on the side of the LVL ring,
which could slightly change its transfer function. Its integration in the model will therefore
be performed, again to be validated with the laboratory experiments.
As SEIS has 6 axes for the seismic signal measurement and thanks to the different po-
sitions of the VBBs and SPs from the LVL Center of mass, both seismic acceleration and
rotation can be measured, as predicted by the rotational seismology. We proposed to record
the high frequency surface waves generated by HP3 hammering in order to determine their
phase velocity. However, the flight model of the SEIS instrument has not been calibrated for
such measurement. The calibration limitations were illustrated thanks to the run of a ran-
dom exploration of transfer function errors and by using the simulated HP3 seismic signals.
Finally, after introducing errors in the different parameters affecting the transfer matrix be-
tween the 6 SEIS axes and the 6 acceleration and rotation axes, we noticed that the rotation
is measured with 10% of the calibration noise in the worst case. Nevertheless, the largest
error sources are the dip angle of the VBBs and the calibration errors of both SPs and VBBs,
which are expected to be much better known after calibration on Mars. Moreover, the mea-
surement of the phase velocity frequency variation will be directly related to the variation of
the seismic velocities with depth. This will allow to invert the martian subsurface structure
thanks to the HP3 hammering seismic signals at frequencies larger than 10 Hz.
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Appendix: Rotation Sensitivities of the VBB Sensors
As shown by Forbriger (2009), pendulum and therefore VBBs have a rotational sensitivity
in addition of their acceleration sensitivity along their sensitivity direction. VBBs are in
addition oblique sensors and use gravity to lower their eigenfrequency and increase their
mechanical sensitivity, which must also be taken into account.
Let us consider one of the VBB sensor and note G its center of mass and M a part of the





= −→γ + −→¨Ω × −−→OM + −→˙Ω × [−→˙Ω × −−→OM] (23)
where −→γ is the acceleration of the VBB pivot and −→˙Ω is the absolute rotation rate with
respect to a fixed frame and
−→¨
Ω the rotation acceleration. −→Ω is therefore the sum of the LVL
rotation, noted hereafter −→ΩF and of the VBB pendulum rotation, noted θ−→π where −→π the
pivot directed vector (in trigonometric direction) and θ is the rotation of the pendulum with
respect to the equilibrium and recentered position. If we limit this expression to only the
first order linear term, assuming the rotation to remain small due to the pendulum restoring





= −→γ + −→¨Ω × −−→OM0 = θ¨−→π × −−→OM0 + −→γG +
−→¨
ΩF × −−−→G0M0 (24)
where G0 and M0 are now the center of gravity of the mobile mass and point M both taken
in their equilibrium positions. θ¨ is the second derivative of θ , Ω¨F the rotation acceleration
along the pivot direction and −→γG is the full acceleration (including frame rotation) at the
equilibrium center of gravity G0. By assuming that the pendulum of the VBB has one of
its inertial moment axis along the pivot and computing the equation of angular momentum
with respect to rotation around the pivot, we can finally write the pendulum equation of
movement as:









where M0 is the spring moment at recentered position, J is the VBB moment of inertia with
respect to the pivot, C the spring/pivot stiffness, CR the feedback force (as a function of the
pendulum rotation), −→g the Mars gravity and D the distance from pivot to center of gravity.
Note that when the VBB is perturbed, G is moving such that:
−−→
OG = −−→OG0 + θ−→π × −−→OG0 = D[−→p + θ−→n ], (26)
where −→n is the direction sensitivity vector. When the infinetesimal rotation −→Ω is perturbing
the VBB in addition to ground acceleration, the local gravity is changing. If we rewrite the
previous equation in the moving frame of the VBB sensor, the gravity can then be written as
−→
g = −→g 0 − −→Ω × −→g 0. (27)
These two equations leads to the pendulum dynamic equation. When we note that
M0 + m(−−→OG0 × −→g 0).−→π = 0, (28)
this can be rewritten as:
J θ¨ + [C − mD(−→n × −→g 0).−→π + CR
]
θ
= −mD−→p × [−→Ω × −→g 0 + −→γ G].−→π −
(
J − mD2)Ω¨F , (29)
J θ¨ + [C − mD(−→n × −→g 0).−→π + CR
]
θ
= −mD[−→p .−→g0 −→Ω F + −→γ G.−→n ] −
(
J − mD2)Ω¨F , (30)
J θ¨ + [C − mD cosα + CR]θ
= −mD
[
−→γ G.−→n + J − mD
2
mD2
DΩ¨F − g0 cosαΩF
]
, (31)
where α is the angle of −→p with vertical (see Fig. 37 of Lognonné et al. 2018 for VBB
pendulum geometry). The amplitude of the first rotation term is related to the non-point
character of the pendulum. For the VBBs family, we have J = 2.56 × 10−4 kg m2, D =
0.0256 m and m = 190 g and therefore J−mD2
mD2
is about 1.06. For a rotation acceleration
of about Ω¨F = ωγzc , where ω is the angular frequency and c the wave phase velocity, the
ratio of the second term to acceleration is Dω
c sinα = 2% for 10 Hz and c = 150 m/s. This is
therefore significant but does not request more than 5% of moment of inertia or location of
center of gravity errors to generate errors of less than 0.1%. The third term is small and for
seismic waves detection the ratio between rotation term and acceleration is of the order of
g0
tanαωc . On Mars, the last term will be smaller than 10
−3 for frequencies larger than 7 Hz
and phase velocity of 150 m/s. This is expected to be significantly lower than the calibration
error of the VBBs and SPs and we can therefore neglect this third rotation sensitivity term
of the VBBs for the HP3 surface waves signals in our simulation, which are expected in the
10–50 Hz bandwidth.
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